STANDARD EQUIPMENT

Hour meter
Hom

Hydraulic circuit oll filter
Radiator tank

Speed imiting valve

Ol meter

Battery-charge indicator
Wide-view mast

Intake device

Durable tire

Operating handles
Traction pin

‘Standard seat
Hudraulic oil gauge
Overhsad guard raincoat
Torque converter oll gauge
Combined dispaly
‘Gentral confrol box
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Cab

Rotating waming light
Vertical exhaust
Double air filter

Suspension seat

Extended fork sleeve

Heater

Solid tire
Widening fork carage
Windglass

Purifying muffler

Fire muffler

Fire extinguisher

Rear lights

Air conditioning (some models)
Electro-hydraulic switch

OPS diiving control

Torque converter oil temperature meter
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The sedan-ype display and double-handie combined
F/R direction switch to ensure more convenient
and smooth operation.

Laborsavil wheel.Suspension
mmMm and comfortable.

Excellent S!Iflll! performance

Profiled steel for overhead guard

As the first forklift producer to use profiled steel for
overhead guard in China, our G senes forkiift is avail
-able with embedded cabin doors to ensure more
performance.

G series forklifts mﬂymtﬂmva‘amaspedsof
g safety and seal

key performances particularly in power performance
g cpaong the losses of engine 1orque NSy 1y rueL consumPTION
IS REDUCED

+82% 4+3% 9%

THE MARIMUM LIFTING THE GRADERBILITY IS THE MARIMUM DRAW-
SPEED IS INCREASED INCREASED BAR PULL IS INCREASED

Greatly enhanced frame strength
G Series forkiifts have much stronger frame structure,
whi iis stuciral strength meels the ANSITSDFBS6.1

( National Regulation) requi
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2 | Model CPCD10 | CPCD15 | CPCD18 | CPCD20 | CPCD25 | CPCD30 | CPCD35 CPQ(Y)D10 | CPQ(Y)D15 | CPQ(Y)D18 | CPQ(Y)D20 | CPQ(Y)D25 | CPQ(Y)D30 | CPQ(Y)D35
3 | Power unit Diesel Gasoline / LPG /Dual fuel

4 | Rated Capacity kg 1000 | 1500 [ 1750 [ 2000 [ 2500 | 3000 | 3500 1000 ] 1500 1750 2000 | 2500 [ 3000 | 3500
5 | Load Center mm 500 500

6 | Operation Seated Seated

8 | Max.Lifting height H | mm 3000 3000 3000 2000

9 | Height mast retracted(upright) H1 mm 1995 1995 1995 2000 \ 2000 2070 2180 1995 1995 1995 2000 \ 2000 2070 2180
10| Free lift height H3 mm 152 155 155 140 145 150 152 155 155 140 145 150
11| Backrest height(from upper face of forks) H13 | mm 1017 1014 1014 1004 1182 1477 1017 1014 1014 1004 1182 1177
12| Overhead Guard clearance(from face of seat) | H5 | mm 1030 10230 1030 1035 1030 1030 1030 1035

13| Overall height(overhead guard) H4 | mm 2140 2140 2140 2140 2140 2170 2170 2140 2140 2140 2140 2140 2170 2170
14| Overall length(with forks) L mm 2936 2150 3193 3430 3650 3770 3840 2036 2150 3193 3420 3650 3770 3840
15| Overall length(without forks) 5 mm 21686 2230 2273 2510 2580 2700 2770 2166 2230 2293 2510 2580 2700 2070
16| Front overhang i, mm 410 413 413 475 475 480 485 410 413 413 475 475 480 435
17| Rear overhang L3 | mm 55 415 455 440 510 525 585 885 415 455 440 510 525 585
18| Wheel base L1 mm 1410 1410 1410 1600 1600 1700 1700 1410 1410 1410 1600 1600 1700 1700
19| Coupler height Ha mm 250 250 250 245 245 250 250 250 250 250 245 245 250 250
20| Min.ground clearance under mast H5 | mm 110 110 110 110 110 135 125 110 110 110 110 110 135 135
21| Overall width Wi | mm 1075 1075 1090 1150 1150 g 1285 1075 1075 1090 1150 1150 1995 1285
22| Lateral fork adjustment outside of fork(Max/Min.)] W5 | mm 950/200 1024/200 10241200 1060/250 10607250 950200 10247200 1024/200 1060/250 1060/250
23| Tread(front) W3 | mm 900 900 930 970 970 1000 1060 900 900 930 970 970 1000 1080
24| Tread(rear) W2 | mm 930 930 9230 970 970 970 970 930 930 930 970 970 970 970
25| Outside turning radius If mm 1870 1950 1980 2170 2240 2400 2420 1870 1950 1980 2170 2240 2400 2420
26| Inside turning radius i mm 110 110 95 160 160 200 200 110 110 95 160 160 200 200
27| Min.intersecting aisle Ra mm 1945 2025 2055 2200 2280 2380 2400 1945 2025 2055 2200 2280 2380 2400
28| Tilting angles(forward/backward) a/p 5° /10° 6" /12° 5° /10° G

29| Fork dimensions LAxWxT] mm | 770 X100X32 | 920X 100 X35 | 820X 100 X35 | 920X122X40 [ 1070 X122 x40 [1070X 125 X45[1070X 125 X560 | 770X100Xx32 | 920X 100X 35 [ 920X 100X 35 | 920 x122X40| 1070 X122 x40 | 1070 x125X45 |1070 X125 50

30| Max. Traveling speeds(With/Without load) km/h 17/18 1719 18/19 19119 17/18 17/19 18/19 19/19

31/ Lifting Speeds(With/Without load) mm/s 530/650 550/600 | soosso | 450480 590/650 550/600 | sooms0 | 450480

32| Lowering Speeds(With/Without load) mm/s 450/550 450 450/550 450

33| Max. Draw-bar pull,(With/Without load) KN 17.8/6.9 17/833 | 17888 |  16/98 | 16598 14.2/6.9 164/8.3 [ 14588 [ 165M38

34| Max. Negotiable Gradient(With/Without load ) % 42/25 40/19 36118 28/20 25/18 23/20 22120 37/22 27/18 24/17 26/20 24/18 23/20 20/18
Waeights

35| Service Mass kg 2300 2760 2970 3480 3300 4400 5000 2300 2780 2970 3480 3800 4400 5000

36| Load Wheel with load(Front/Rear) kg 2900/400 3705/555 4060/660 4878/602 5607/593 £500/900 7600/900 2900/400 3705/555 4060/660 4878/602 5607/693 5500/900 7600/900

37| Load Wheel without load(Front/Rear) kg 1040/1260 1187/1573 1145/1825 1392/2088 1520/2250 1760/2640 2000/2000 1040/1260 1187/1573 1145/1825 1392/2083 1520/2230 1760/2640 200073000

38| Wheels number front/rear(x=driven) 2X/2 2X/2 2X2 2X/2

39| Tyre Type Pneumatic Pneumatic Pneumatic Pneumatic

40| Tyre size(front) 6.50-10-10PR 7.00-12-12PR [28¢9-15-12PR [28 % 9-15-14PR 6.50-10-10PR 7.00-12-12PR [ 28 % 9-15-12PR |28 X 9-15-14PR

41| Tyre size(rear) 5.00-8-8PR £.00-9-10PR | 650-10-10PR | 650-10-10PR 5.00-8-8PR £ 00-9-10PR | 6.50-10-10PR | £.50-10-10PR

42| Service Brake Hydraulic-Foot Fedal Hydraulic-Foot Pedal

43| Paking Brake Mechanical-Hand L ever Mechanical-Hand Lever

44| Battery (Voltage/Capacity) ViAh 12/80 12/80 12/60 12/60

45| Internal Combustion Engine Model KUBOTA V2403 KUBOTA V2403 KUBOTA V3600 GCT (MISSAN) k15 GCT(NISSAN) K21 GCT(NISSAN) K25|

46] Internal Combustion Engine Rated Output KWitpm 34.1/2400 34.1/2400 46.9/2400 23 6/2400 31.2/2250 37 6/2400

47| Internal Combustion Engine Rated Torque Mmipm 155 9/1600 155.9/1600 210/1600 103/1600 143.7/1600 176.5/1600

48] 1 | Combustion Engine Number of Cylinder 4-87%1024 4-87x1024 4-98 X120 4-755%83 4-89X83 4-89x100

49 Combustion Engine Di L 2434 2434 3.62 1468 2065 2488

50| Internal Combustion Engine Fuel Tank Capacity L 46 66 70 70 46 66 70 70

51| T ission type Power Shift Power Shift Power Shift Power Shift

52| Transmission Number of Speed Fwd/Bwd 111 11 11 11




Reliable forkliit (G) series

Ast: Aisle width with load l:; Capacity at 500mm; Load center (kg) Overall Mast Height (m) | Titing Angle Service Weight (ko)
a:Clearance model | helght | cPop 10 [ cPap1s | cPape | cPapzo | cPapzs | cPopao | cPap3s | 118t| 225t 3t | ast 118t | 2.3.5t| GPARI0 | cPAD1S | CPQD1E | CPOD20 | LPQD2S [ CPQDAD | CPAD3S
b:L th Of Loadi mM | CpCpi0 [ CPCD1S | CPED1S | CRCDZO | CPED25 | CPCD30 | CPCD3S | mm | mm | mm | mm CPCDI0 | CPCD15 [ CPCD18 | CPCDX | CPCD25 | CPCDI0 | CPED3S
:Leng oading w200 | 2000 | 1000 1500 750 2000 | 2500 | 3000 | 9500 | 1406 | 1600 | 1570 | 1080 [ 5-10°| B-12] 2240 3700 2610 3400 | a0 | 4320 620
WZ50 | 2500 | 1000 1500 750 2000|2500 3000 3800 | 1745 | 1750 | 1820 | 1680 | 5.10° | 6.12| 2208 2725 2035 32 3700 60 a0
W00 | 2000 | 1000 1500 750 2000|2500 3000 3500 | 1995 | 2000 | 2070 | 2180 | 6.10°| 612 2300 2760 2070 3380 3600 200 5000
1330 | 3300 | 1000 1500 750 2000 | 2500 3000 3500 | 2146 | 2190 | 2220 | 23W | 5-10° | 6-12| 2315 2775 2085 3500 3820 025 5020
350 | 3500 | 1000 1500 750 000|600 3000 3800|2248 | 2ae0 | 2320 | 24 | & 6.12] 2330 2700 3000 35 3550 a0 040
wwo | woo | 1000 1500 1750 2000 | 2500 3000 aso0 | 2345 | 2300 | 2420 | 2530 | 280 2810 3020 3540 3800 060 T
1400 | 400 | 1000 e ) 2000 | 2500 s000 | L2 | 2545 | 25% | =20 | 270 ER 2850 3060 3560 380 80 080
7200 | 1600 | @00 | 2340 2850 3100 E 6
wos | oso | oso | L1R00 | 160 | 1900 | 2288 | 2880 | 3180 | 2670 | 2675 | 2vas | 2mss |25, |-8:5 | 2405 2885 3075 ase0 3000 600 100
1300 1550 1800 | 2150 2750 3000
e o IR I T PR e e s e Bl el ) B EEA D 2880 3090 3600 3m0 520 5120
EE] 1000 1100 1600 | 1650 | 2400 | 2600 = | 6
ugoo | eooo | AR | 9 [ LR ] SR [ LRSS | 230 | e | %045 | aos0 | 3120 | 3230 | 25 ! 2456 2015 3125 3640 3000 6560 5160
WESD | 6600 | "000 | 1150 | 1600 | “fe00 | “Wel | 2400 | 2e00 | %346 | 3360 | 3400 | 9590 |36 |3 6 | oo0 3200 3860 a0 %00 5200
WEDD | 6000 | "BS0 | 10D | 1400 | *1ED0 | 80| 2200 | "2an0 | @505 | 3800 | 70 | 37e0 | a6 |3 8 | A0 3320 ] 4090 *®a0 5240
NOTE: 1-1.8T(1)*(Front whesl) is dual whesls load capacity.
(2)Max lifting without Ift-bracket-370mm.
L 2-3.6T(1)Dual wheels weight:+110kg.
Ast=r+L2+L4+a \/ (2)*(Front wheel) Is dual wheels load capacity.

CPQDI0/CPCD10  CPQD15/CPCD15 CPQD18/CPCD1S WIDE VIEW FULL FREE 2-STAGE MAST

CPQD35/CPCD35 CPQD30/CPCD30  CPQD26/CPCD25  CPQD20/CPCD20

Max Capacity at 500mm; Load center (kg) Oversll Mast Height (mm) | Free Lift (with Backest) | ThingAngls Senvios Wl (kg}

. model | helght | ¢ pop 10| cPap 15| cPap18| cPaD20| cPOD2S 118t2-250 3t | 35t [118t)225] 3t | 35t | o) 5o | cPODI| cPODS | cPoDIE | cPoD20 | cPaD2s | cPopa | cPaDIS
Note: ™M | CPCD10[EPCD 15| CPGD18|CPCD20 | CPCD25(CPCDA | CPCD3S| mm | mm | mm [ mm [mm | mm | mm | mm CPCD10 | CPCD5 | CPGD1E | CPED20 | CPGD2S | CPCDI0 | CPGDGS
Va-"oal m m fu- bm Oamc"y wh“e hoﬂszd Gm ZM200] 2000 | 1000 1500 50 2000 2500 3000 3500 | 1495 [ 1500 1570 1680 | 470 | 460 | 380 | 500 - 2255 725 2045 3440 376 70 4870

ZM3E0| 2600 | w00 | 1500 50 | 200 | 2500 | 3000 | %00 | 1746 | 1760 1620|1630 | 720 | 740 | 820 | 750 [ 510 e-12| 2315 | 27es | aoos | 40 | 3800 | 4410 | Eoto
stands for load center. Load center is the distance counted smgg 253 1000 | 1500 50 | 2000 | 2500 | 3000 | 3600 gfé ;:ES 2;3 ;;ES 970 | 990 | 880 | 1000|5107 6-12 | 2350 | 2920 | 3040 | 3520 | 3840 | 4450 | 5050
1000|1500 50 | 2000 | 2500 | 3000 | 00 1120 | 1140 | 1030 1150 12| 2370 | osa0 | aoe0 | anen | s ¥aD_| 5070
from the front of the fork. The base point of the standard load ZM3E| %00 | 1000 | 1500 50 | 2000 | 2500 | 000 | 2600 | 2296 | 2360 | 2320|2430 [ 1220| 1240 | 1130 | 1250 510|812 | 2386 | 2966 | 9076 | %70 | 3800 | 40 | sodo
Is the center pdm of the cubic with the same 1000mm ZM370| 3700 [ 1000 | 1500 | P50 | 2000 2345 | 2350 | 2420 | 2620 | 1320 | 1340 | 1230 [ 1380 |-50|-6.72-| 2400 | 28670 | 3co0 | 3500 | 3s00 | 4620 | 5120
dimension in .engm' width and helghf. The load GGpQCW Zma00| @00 | 1000 1500 | 1789 [ 20m 2545 | 2550 | 2620 | 2730 | 1520 | 1540 | 1430 | 1550 (.25 b| 2960 | 220 | 3140 | w10 | 3w30 | asa0 | s140
should be down, If mast tilts forward, uslngnon-srcndcrdfoﬂts ZM425| 450 | 850 A | oo .;gg‘; 2670 | 2675 | 2745 | 2855 | 1845 | 1665 | 1555 | 1675 |25 |65 | 2470 | 2040 | 3160 | w40 | 3980 | 4500 | 5180
zmam| 400 | o850 S 2705 | 2600 | 2670 | 2080 | 1770 | 1780 | 1675 | 1800 |2 2a85 | 2085 | 3175 | eo | aseo | 4e0 | 5180

or loading goods with exira widtth, Please notice the different L S R 5 =
d diff ding to ZM500| 5000 ,EE%DD Sooag| ] Jem 240 00 | 3045 | =080 | 2120 | 3230 | 2020 | 2040 | 100 | 2080 | £ 2 | 2520 | 20 | 3210 | @0 | 4030 | @20 | s220
load capacity between different load centers according ZWEE0| B500 | 000 | *1150 | 1500 | “teno 360 | 3420 | 3530 | 2320 2340 | 2030 | 2360 | 3 6 | a6 | 2606 | =iee | 3d8s | @ve0 | 4070 | ape0 | eze0
load chart, ZMB00 | c000 | Ba0 | “10m0 | "t400 | "m0 3800 | 3670 | 3780 | 2570 | 2500 | 2480 | 2000 | 36 | a6 | 2ra0 | apon | 3420 | @m0 | 4110 | 410 | 5310

NOTE: 1-1.8T(1)Max lifting without lit-bracket:-370mm.
(2)Free liing height without bracket :+370mm.

ottt o B e fof o Incloatng fer} L mﬁ))‘F(F:rm mt:fwh:: +367mm
Not-charging alarm Neutral instruction Oilwaterseparator alamm Air filter blocking alarm 3t Fres Ifting helght without brackst :+430mm.
Low oil pressure alam/

brake instruction Preheat indicator 3.5t Free liting helght without bracket :+412mm.
< TS (2)Dusl wheels welght:+110kg.
(3)"(Front wheel) s dual whesls load capacty.

(=]

gaw M Capaolty at 500mm; Load certer (kg) Oversil Mest Height (mm) | Free LIt (with Backest) | TtingAngle Senvios Welght (ig)
mperature model | helght | ¢ pap10| crap 15| cPap1e| crapzof o pabas 118|226 st | ast [11mf22m| st |85t |, o]0 cPopio| crobis | crope| croom | cropas| cram | cropes
M | 6pop10|cPOD15| cPOD1A| CPoDD| GPED25|cPODA| CPED3S| mm | mm | mm | mm [ mm | mm | mm | mm cPopin | GreD1s | ceoDia| Groom | cropas | crooan | cropas
ZaeEn| %600 | boo | iaE0 | wen | 2om0 3600 | 3300 | 1760 | 1785 | 1930 | 1900 | 770 | 785 | 740 | 745 | 5.6 | 6.8 | 2395 | 965 | s0es | Sea0 | seso | 4sa0 | sis0
Zavon| 2000 | o0 | 130 | teoo | e 2600 | 3300 | 1915 ] 1920 2055 | 2055 | 690 | 910 | B35 | 870 [ 5.6 | 66 | 2420 | zewo | s110 | ses0 | awen | aeen | 510
e e e = .28 | 200 | 2040 | 2045 2180 | 2180 | 1020 1035 | w0 | e95 |56 6o | 244 | 215 | 3135 | smo | 4010 | 4e10 | s200
zswen| 4s00 | 200 | 1300 | 1800 | 1780 5700 | L2800 | 2000 | 2005 | 2230 | 2200 | 1070 | 1085 | 1040 | 1048 | 56| 88 [ 2475 | 2000 | 3145 | amo | 4000 | as0 | s220

o0 [ 130 | 160 | 17m
G Series 2-3.5T G Series 1-1.8T falatlSaiiy

te30 | =137 | 00 | tis00
000 | 1100 | #@00 | 1700
ZakEn) 00 | -gon | -j3ep | -men | -sco

850 1150 o
20| 000 | 900 | 13m0 | 1550 | 1780

Znep| saop | 800 | L BE0 [B8D | 1am 1501
Engine Model and Main Specification for Option S T he e |
it et g 850 1100 1400 "G00

2600 | 2850 7
2500 | 258 | 2180 | 2180 | 2230 | 2230 | 1140 | 1150 | 1040 | 1046 | 56 | 65 | 2485 | 2930 | 3155 | 370 | 4020 | 4e20 | 5230

2600 | 2800
“3eog | ~aop | 2190 | 2195) 2330 | 2330 | 1170 | 1185 | 1140 | 1195 | 56 [ 60 | 2405 | 45 | 3160 | 3720 | 4040 | 4md0 | G240

390 | 288 [ 2200 | 2205| 2430 | 2490 | 1270 [ 1285 | 1240 | 1246 | 56 | 66 [ 2500 | 2950 [ 185 | w40 | 4me0 | 4es0 | sze0

3220 | 208 | 2415 | 2420 2565 | 2665 | 1200 [ 1410 | 1995 (1370 36 | 36 | 2540 | es | 3205 | 3wo | 4000 | 4es0 | 5260

2640 | 2845 | 2780 | 2780 | 1620 | 1835 | 1500 | 1505 | 36 | 36 | 2800 | 045 | 3265 | 30 | 4120 | 4730 | s3m;

I InternalCombustion ntsmalCombustion NOTE: 1-1.8T(1)Max lifting without lift-bracket:-370mm.
Internal Combustion Engine | Intemal Combustion Engine | Intemal Combustion Engine | : Engine | Engine Model (2)Frea lifing helght without bracket :+370mm.
Model Rate horse pow er Rate torque Displacement Numberof Clinder (3)"(Front wheel) s dual wheels load capacty.
2-3.5T(1)Free lifting height without bracket :+397mm.
1SUZU4JG2 44.9/2450 184.7/1600-1800 3.05 4 CPCD20-35 31 Free lifting height wihout bracket :+490mm.
3.5t Frea lifting haight without bracket :+412mm.
1SUZUC240 35.4/2500 139.9/1800 2.369 4 CPCD10-30 i i
JMC493 39/2500 165/1800 2771 4 CPCD20-35 (8)"(Front wheel) s dusl wheels load capacity.




